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1. SCOPE

1.1 Scope. This drawing documents the general requirements of a high performance RS-232 transceiver with split supply pin for

logic side microcircuit, with an operating temperature range of -55°C to +125°C.

1.2 Vendor Item Drawing Administrative Control Number. The manufacturer’'s PIN is the item of identification. The vendor item

drawing establishes an administrative control number for identifying the item on the engineering documentation:

V62/13621 - 01
Drawing %etype
number (See 1.2.1)
1.2.1 Device type(s).
Device type Generic
01 TRS3253E-EP

1.2.2 Case outline(s). The case outlines are as specified herein.

Outline letter Number of pins

X 32

X E
Case outline Lead finish
(See 1.2.2) (See 1.2.3)

Circuit function

RS-232 transceiver with split supply pin for logic side

Package style

Plastic quad flatpack no-lead

1.2.3 Lead finishes. The lead finishes are as specified below or other lead finishes as provided by the device manufacturer:

Finish designator

NMOO®>

Material

Hot solder dip
Tin-lead plate

Gold plate
Palladium

Gold flash palladium
Other
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2/

1.3 Absolute maximum ratings. 1/
RV ool (eI €]\ B I T T TP U PP U P UPPOTRI -0.3Vto 6.0V
WL 0 GIND ..ottt b ettt E bbbt et r et -0.3VtoVec+03V
RV (o T €1\ 5 TP P O T PP U PP T R UPPOTRO -0.3Vto7.0V
RV (o ]\ T P T T O TP U PP P R UPPOTR 03Vto-7.0V
MAXIMUIM VA F [V] ottt ettt st bt e e e e st e e sb et e e s bb et e s anbn e e e nnbeeesnbbeee s 13.0V 2/
Input voltage, (V)):
DIN, FORCEOFF to GND, FORCEON t0 GND ......cciiiiiiiiiiiiiiiiie sttt -0.3Vto 6.0V
MaXimUM RIN 0 GND ....ooiiiiiiitiiteiii ettt bbbttt b et b et bt et e e e e nee b e e e 250V
Output voltage, (Vo):
Maximum DOUT 10 GND ......ooiiiiiiiieiiie ettt *13.2V
ROU T -0.3VvtoVv, +03V
JUNCHION tEMPEIATUIE, (T3) -erereeeeeeiiiitiiiit e e et ettt e e e e e ettt e e e e s e ntbeeeeae e e e s ntbeeeeaaeesantbeeeeeaeasaannnnneeeaaean 150°C
Storage temMPErature, (TSTO) .ooiioeeeeieeeeei ittt e et e e e e e e e e aeeeeeeaeeaaanaebeeeaeesaaanebeeeaaeaaaaansneeeaaaeasannee -65°C to 150°C
Typical ESD protection, (RIN, DOUT):
HUMAN BOAY MOUEI ..ot e e st e e e s e et e e e e e e e easnstbaeeeaeeeeanees +15 kV
IEC 61000-4-2 Air Gap AISCRAIGE .......eeiiiieiiiiiiii ettt e e e e et e e e e e e e anees +8 kV
IEC 61000-4-2 CONtACt HISCRAIGE .....ueiiiiieeiiiiiieie ettt e e et e e e e e e et eeeae e e e annees 18 kV

1.4 Recommended operating conditions.

SUPPIY VOIAGE, (VEC) ververeireririiteititeetesteteete sttt te sttt te st est et et esa et e et essebe st essebe st essebs et essete st esserestensaseerens 3.0Vto55V
YU o] o] YA o] 1 7= o [T LY/ SRR PSP PPRPPRN 1.65 V to Vce
Maximum input logic threshold low, (DIN, FORCEOFF, FORCEON):

B X 0 Yo T 5T TV 0.8V

R S Y 0.6V

R TG T Y 05V
Minimum input logic threshold high, (DIN, FORCEOFF, FORCEON):

B T S T Y PSP PPPPOTPPRPPPRE 24V

RV 70 N TP PRTR 20V

R T N VPP PPPRPPPINY 1.4V

R Tt LG T T PP PPPRPPPINY 1.25V
OPErating tEMPEIALUIE ....viiiiieei ittt e e ettt e e e s e et e e e e e s e st eb e et eaeesaastbaetaaeeaassstbaaeeaeeessnstbsseaaeeessnnses -55°C to 125°C
RECEIVEN INPUL VOIAGE ...iiiiiiiiiiiiiiiee ettt e e s ettt e e e e e et e et e e e s e e antbeeeeeeeeenneraees -25Vto 25V

Stresses beyond those listed under “absolute maximum ratings” may cause permanent damage to the device. These are stress
ratings only, and functional operation of the device at these or any other conditions beyond those indicated under “recommended
operating conditions” is not implied. Exposure to absolute maximum rated conditions for extended periods may affect device
reliability.

V+ and V- can have maximum magnitudes of 7 V, but their absolute difference cannot exceed 13 V.
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2. APPLICABLE DOCUMENTS
INTERNATIONAL ELECTROTECHNICAL COMMISSION (IEC)
IEC 61000-4-2 - Testing and measurement techniques —Electrostatic discharge immunity test

QCopies of these documents are available online at http:/www.iec.ch or IEC Regional Center for America (IEC-ReCNA) , 446 Main St.,
16" Floor, Worcester, MA 01608).

3. REQUIREMENTS

3.1 Marking. Parts shall be permanently and legibly marked with the manufacturer’'s part number as shown in 6.3 herein and as
follows:

A. Manufacturer's name, CAGE code, or logo
B. Pin 1identifier
C. ESDS identification (optional)

3.2 Unit container. The unit container shall be marked with the manufacturer’s part number and with items A and C (if applicable)
above.

3.3 Electrical characteristics. The maximum and recommended operating conditions and electrical performance characteristics are as
specified in 1.3, 1.4, and table | herein.

3.4 Design, construction, and physical dimension. The design, construction, and physical dimensions are as specified herein.

3.5 Diagrams.

351 Case outline. The case outline shall be as shown in 1.2.2 and figure 1.

3.5.2  Terminal connections. The terminal connections shall be as shown in figure 2.

3.5.3  Terminal function. The terminal function shall be as shown in figure 3.
3.5.4  Function table. The function table shall be as shown in figure 4.

355 Functional block diagram. The functional block diagram shall be as shown in figure 5.

3.5.6 Driver slew rate. The driver slew rate shall be as shown in figure 6.
3.5.7 Driver pulse skew. The driver pulse skew shall be as shown in figure 7.

3.5.8 Receiver propagation delay times. The receiver propagation delay times shall be as shown in figure 8.

3.5.9 Receiver enable and disable times. The receiver enable and disable times shall be as shown in figure 9.

3.5.10 INVALID propagation delay times and supply enabling time. The INVALID propagation delay times and supply enabling
time shall be as shown in figure 10.
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TABLE |. Electrical performance characteristics. 1/

Test Symbol Test conditions Limits Unit
2/ Min Typ 3/ | Max
Electrical characteristics 4/
Input leakage current FORCEOFF, f +0.01 +2.9 WA
FORCEON
Auto powerdown No load, 0.5 1.11 mA
plus disabled FORCEOFF and FORCEON at Vcc
Supply current Power off lcc 1 10 HA
(Ta=25°C) Auto powerdown 1 10
plus enabled
RECEIVER SECTION 5/ 6/
Electrical characteristics
Output leakage current loft +0.05 +25 pA
Output voltage low VoL 0.4 V
Output voltage high Vou Vi-06 | VL-0.1 Vv
Input threshold low Vir- Ta = 25°C V=5V 0.8 1.2 Vv
V. =33V 0.6 15 \Y
Input threshold high ViT+ Ta =25°C V=5V 1.8 2.4 Vv
V. =33V 15 2.4 \Y
Input hysteresis Vhys 0.5 vV
Input resistance Ta =25°C 3 5 7 kQ
Switching characteristics
Receiver propagation delay tpHL Receiver input to receiver output 0.15 ps
tpLH CL =150 pF 0.15
Receiver skew tpHL - tPLH 50 ns
Receiver output enable time ten From FORCEOFF 200 ns
Receiver output disable time tais From FORCEOFF 200 ns
See footnote at end of table.
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TABLE |. Electrical performance characteristics - Continued. 1/

Test Symbol Test conditions Limits Unit
5/ Min Typ | Max
DRIVER SECTION
Electrical characteristics
Output voltage swing Vor All driver output load with 3 kQ to ground, +5 5.4 \%
Vec=3.1Vio55V
Output resistance o Vce = V+ = V- =0, Driver output = +2V 300 10M Q
Output short circuit current los V1 our=0 +60 mA
V1 _out =12 V, FORCEOFF = GND, +25 HA
Vec=3V1i03.6V
Output leakage current loz V1 out = #12 V, FORCEOFF = GND,
Vec=45Vio55V
Driver input hysteresis 0.5 vV
Input leakage current DIN, FORCEOFF, FORCEON +0.01 | +2.9 WA
Timing requirements
Maximum data rate R =3 kQ, C. = 200 pF, One driver switching 1000 kbps
Time to exit powerdown [VT our| >3.7V 100 us
Driver skew 7/ [teHL - tpLw] 100 ns
Vee=3.3V, C. = 150 pF to 1000 pF 15 150 | Viys
Ta=25°C,
Transition region slew rate RL =3 kQto 7 kQ,
Measured from
3Vito-3Vor
-3Vto3V
AUTO POWERDOWN SECTION
Electrical characteristics 6/ 8/ (See FIGURE xx)
Receiver input threshold for V+(valid TADFLEATE 2.7 \Y,
INVALID high level output voltage **') | FORCEON = GND, FORCEOFF =V,
Receiver input threshold for ViT-(valid EADAEATS -2.7
INVALID higph level output voltage **'% | FORCEON = GND, FORCEOFF =V,
Receiver input threshold for V1 (invalid EADFTATT -0.3 0.3
INVALID Iov‘\)/ level output voltage ("' | FORCEON = GND, FORCEOFF = Vi
INVALID high level output voltage VoH lon = -1 mA, FORCEON = GND, FORCEOFF =V, VL-0.6
INVALID low level output voltage VoL lon = 1.6 mA, FORCEON = GND, FORCEOFF =V, 0.4
Switching characteristic 6/ 8/ (See FIGURE xx)
Propagation delay time, low to tvalid 0.1 ps
high level output
Propagation delay time, high to tinvalid 50
low level output
Supply enable time ten 25
Receiver or driver edge to auto tdis 30 us
powerdown plus
See footnote at end of table.
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3/
4/

6/
7/
8/

TABLE |. Electrical performance characteristics - Continued. 1/

Testing and other quality control techniques are used to the extent deemed necessary to assure product performance over the
specified temperature range. Product may not necessarily be tested across the full temperature range and all parameters may not
necessarily be tested. In the absence of specific parametric testing, product performance is assured by characterization and/or
design.

Over operating free air temperature range, Vec =V =3V 1t0 5.5V, C1 - C4 = 0.1 pF (tested at 3.3 V £10%), C1 = 0.047 pF,
C2 — C4 =0.33 pF (tested at 5 V £10%) (unless otherwise noted).
All typical values are at Vcc = 3.3V or Vec =5V, and Ta = 25°C.

Testing supply conditions are C1-C4 = 0.1 pF at Vcc = 3.3V £0.15 V; C1-C4 = 0.22 pF at Vec = 3.3V £0.3 V, and C1 = 0.047 pF and
C2-C4=0.33pFatVecc=5V0.5V.

Over operating free air temperature range, Vecc = VL =3V 10 5.5V, C1 - C4 = 0.1 pF (tested at 3.3 V £10%), C1 = 0.047 uF,
C2 - C4 =0.33 pF (tested at 5 V £10%), Ta = Tmin to Tuax (unless otherwise noted).

Typical values are at Vcc =V, =3.3V, Ta = 25°C

Driver skew is measured at the driver zero cross point.

Over recommended ranges of supply voltage and operating free air temperature (unless otherwise noted).
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Case X

ts— DIE — &=

32

|
PIN 1 AREA/ 1 :

1
!

A2

™| 0.08 J‘ 4 PLANE
A1
* 1 ; 8
[ guuuuuuu Je
} 32D ! - —
s ) i - T
32PLS ) i -
i = O N . el
D i d
D I d
) i o - ie
25D 1 Cﬁ]ef
ANANNANN
EXPOSED THERMAL PAD 24 j 17
SEE NOTE 2 b
32 PLS
BOTTOM VIEW
Dimensions
Symbol Millimeters Symbol Millimeters
Min Max Min Max
A 0.80 1.00 D/E 3.85 4,15
Al 0.00 0.05 e 0.40 BSC
A2 0.20 NOM el 2.80 BSC
b 0.15 0.25 S 0.30 0.50

NOTES:
1. Alllinear dimensions are in millimeters.
2. The package thermal pad must be soldered to the board for thermal and mechanical performance. See manufacturer data
sheet for details regarding the exposed thermal pad dimensions.
3. This drawing is subject to change without notice..

FIGURE 1. Case outline.
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Case outline X

Terminal Terminal Terminal | Terminal Terminal Terminal Terminal Terminal
number symbol number symbol number symbol number symbol
1 C2+ 9 FORCEON 17 RINS 25 DOUT1
2 C2- 10 ROUTS 18 RIN4 26 GND
3 V- 11 ROUT4 19 RIN3 27 Vee
4 DIN1 12 ROUT3 20 RIN2 28 FORCEOFF
5 DIN2 13 ROUT?2 21 RIN1 29 Cl+
6 INVALID 14 ROUT1 22 DOUT3 30 V+
7 DIN3 15 VL 23 DOUT2 31 C1-
8 NC 16 NC 24 NC 32 NC
FIGURE 2. Terminal connections.
Terminal Description
Name RSM
Cl+, C2+ 29,1 Positive terminal of the voltage-doubler charge pump capacitor
V+ 30 5.5 V supply generated by the charge pump
C1l-, C2- 31,2 Negative terminal of the voltage doubler charge pump capacitor
INVALID 6 Invalid output pin
V- 3 -5.5 V supply generated by the charge pump
DIN1, 4
DINZ2, 5 Driver inputs
DIN3, 7
RF?OUJ%_ 1Oi§,1ijz' Receiver outputs. Swing between 0 and V.
VL 15 Logic level supply. All CMOS inputs and outputs are reference to this supply.
RFLII\II\? 1_ 11951270151 RS-232 receiver inputs
DOUTS3, 22
DOUT2, 23 RS-232 driver outputs
DOUT1 25
GND 26 Ground
VCC 27 3 Vto 5.5 V supply voltage
FORCEOFF 28 Powerdown Control input (Refer to truth table)
FORCEON 9 Powerdown Control input (Refer to truth table)

FIGURE 3. Terminal functions.
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Each Driver

INPUTS OUTPUT
=~nroAEs | 1ime elapsed since last DRIVER STATUS
DIN FORCEON FORCEOFF RIN or BIN transition PouT

X X L X z Powered off

L H H X H Normal operation with

H H H X L auto powerdown plus disabled
L L H <30 ps H Normal operation with

H L H <30 ys L auto powerdown plus enabled
L L H >30 ps z Power off by

H L H >30 us Z auto-powerdown plus feature

H = high level, L =low level, X =irrelevant, Z = high impedance

Each Receiver

INPUTS OUTPUTS RECEIVER STATUS
RIN1-RINS FORCEOFF Time elapsed sinc_e_ last ROUT1 — ROUTS
RIN or DIN transition
X L Zz Powered off
L H <30 ps H Normal operation with
H H <30 ps L auto powerdown plus
Open H <30 Us H disabled/enabled

H = high level, L =low level, X =irrelevant, Z = high impedance (off), Open = input disconnected or connected driver off

FIGURE 4. Function tables.
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DIN1

DOUT1

DIN2

DOUT2

DIN3

DOUT3

IEvatvi,

FORCEOFF ——=

FORCEON ——|

AUTO-POWERDOWN PLUS

—s=—— INVALID

ROUT1

RIN1

ROUT2

RIN2

ROUT3

RIN3

ROUT4

ROUTS

RIN4

& RINS

A A AT AT A

FIGURE 5. Functional block diagram.
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3V
RS-232 INPUT
OUTPUT
GENERATOR 500, oV
SEE NOTE 2 RLS —=CL b __I I__ trH
SEE NOTE 1 VoH
3V
1 L OUTPUT | |
3v. — =

= 3V
V
6V oL
FORCEOFF SR(tr)=

tHL  ortriH
TEST CIRCUIT VOLTAGE WAVEFORMS

NOTES:
1. C.includes probe and jig capacitance.
2. The pulse generator has the following characteristics: PRR = 250 kbit/s, Zo = 50 Q, 50% duty cycle, t; < 10 ns, tf < 10 ns.

FIGURE 6. Driver slew rate.

3V

RS-232 INPUT 15V
OUTPUT
GENERATOR 500, oV
SEE NOTE 2 RS ~<C_ tPHL 'PLH
SEE NOTE 1 OH
1 I OUTPUT 50%
= 3v. — = v
FORCEOFF oL
TEST CIRCUIT VOLTAGE WAVEFORMS
NOTES:

1. C.includes probe and jig capacitance.
2. The pulse generator has the following characteristics: PRR = 250 kbit/s, Zo = 50 Q, 50% duty cycle, t, < 10 ns, tr < 10 ns.

FIGURE 7. Driver pulse skew
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3Vor0OV

FORCEON
Ve OUTPUT
GENERATOR
SEE NOTE 2 500, c
~T~"L
SEE NOTE 1
FORCEOFF
TEST CIRCUIT

3V

INPUT  # X 1.5V
-3V
tPHL L—‘» tpLH
VoH
OUTPUT X # 50%
VoL

VOLTAGE WAVEFORMS

The pulse generator has the following characteristics: PRR = 250 kbit/s, Zo = 50 Q, 50% duty cycle, t, < 10 ns, t; < 10 ns.

FIGURE 8. Receiver propagation delay times

NOTES:
1. C.includes probe and jig capacitance.
2.
3. tpz and tpyz are the same as tgis.
4. tpz and tpzy are the same as ten.
VCC O O GND
S1
3Vor0V
FORCEON
3Vor0V OUTPUT
FORCEOFF CL
SEE NOTE 1
GENERATOR —
SEE NOTE 2 -
TEST CIRCUIT
NOTES:

1. C.includes probe and jig capacitance.

3V

INPUT X # 15V
ov
tPHZ tpzH
(S1:at GND)
VoH

OUTPUT J 50%
0.3V

tpLz ’<~ "* 'PzL
(S1atVee) (S1atVeg)
outeur 1 0%
VoL
03V
VOLTAGE WAVEFORMS

2. The pulse generator has the following characteristics: PRR = 250 kbit/s, Zo = 50 Q, 50% duty cycle, t; < 10 ns, tf < 10 ns.

FIGURE 9. Receiver enable and disable times
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® T ROUT
GENERATOR
SEE NOTE 2 5082
AUTO-
POWERDOWN P INVALID
PLUS

FORCEOFF ——J

FORCEON —p—

DIN

C| =30 pF
SEE NOTE 1

-

DOUT

¥

TEST CIRCUIT

VALID RS-232 LEVEL,INVALID HIGH

27V
INTERMINATE
3.0V
IF SIGNAL REMAINS WITHIN THIS
0V —| REGION FOR MORE THAN 30 s
INVALID IS LOW
-3.0V
INTERMINATE
2.7V

VALID RS-232 LEVEL,INVALID HIGH

AUTO-POWERDOWN PLUS DISABLES AND
REDUCES SUPPLY CURRENT TO 1 4 A

RECIEVER R oV

INPUT

YNVALID

INVALID
OUTPUT

DRIVER
INPUT

DRIVER
OUTPUT

SUPPLY
VOLTAGES

NOTES:

0

\Y

—
J . " VALID

s

A

I——tdis ——I I——%n
N

1. C.includes probe and jig capacitance.
2. The pulse generator has the following characteristics: PRR = 250 kbit/s, Zo = 50 Q, 50% duty cycle, t; < 10 ns, tr < 10 ns.

FIGURE 10. INVALID propagation delay times and supply enabling time.

3V
27V

27V
-3V

Vee
50%
Y

3Vto5V
50%
oV

=55V

x-55V

V+
V+-0.3V

7|(_lk - V-+03V
V-
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4. VERIFICATION

4.1 Product assurance requirements. The manufacturer is responsible for performing all inspection and test requirements as
indicated in their internal documentation. Such procedures should include proper handling of electrostatic sensitive devices,
classification, packaging, and labeling of moisture sensitive devices, as applicable.

5. PREPARATION FOR DELIVERY

5.1 Packaging. Preservation, packaging, labeling, and marking shall be in accordance with the manufacturer’s standard commercial
practices for electrostatic discharge sensitive devices.

6. NOTES
6.1 ESDS. Devices are electrostatic discharge sensitive and are classified as ESDS class 1 minimum.

6.2 Configuration control. The data contained herein is based on the salient characteristics of the device manufacturer’s data book.
The device manufacturer reserves the right to make changes without notice. This drawing will be modified as changes are provided.

6.3 Suggested source(s) of supply. Identification of the suggested source(s) of supply herein is not to be construed as a guarantee of
present or continued availability as a source of supply for the item. DLA Land and Maritime maintains an online database of all current
sources of supply at http://www.landandmaritime.dla.mil/Programs/Smcr/.

Vendor item drawing Device Vendor part number Top Side Marking
administrative control manufacturer
number 1/ CAGE code
V62/13621-01XE 24355 TRS3253EMRSMREP RS53EP

1/ The vendor item drawing establishes an administrative control number for
identifying the item on the engineering documentation.

CAGE code Source of supply
01295 Texas Instruments, Inc.

Semiconductor Group

8505 Forest Lane

P.O. Box 660199

Dallas, TX 75243

Point of contact: U.S. Highway 75 South
P.O. Box 84, M/S 853
Sherman, TX 75090-9493
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